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CWT5002 Modbus RTU How To Work With Modbus

CWT5002 RTU

Modbus rtu
protocol

GPRS

TCP protocol over GPRS

PC

--Receive SMS Alarm
Alerts.
--Send SMS Control
and Status Update
Commands

-- Report detected equipment alarms via GPRS to SCADA.
-- Report current data via GPRS to SCADA at configured
intervals (second / minute /Daily / Weekly / Scheduled)

RS232or RS485

PC must have Static pulic
IP address that can be
conntect with CWT5002



CWT5002 how to read meters

Modbus RTU Protocol

Slave address

Register address

Slave address

Register address

Slave address

Register address

…
..

Meter1 data

Meter2 data

Meter data

RS485

Preset meter’s slave address and register
address into the CWT5002, it can read the
data from meter

CWT5002 can read total 32 data(32 registers)
on RS485, whatever how many metes. And
store these data in its own registers

CWT5002 32
registers

Register 1

Register 2

Register 3

Register 32

…
…

...

CWT5002 run as modbus master Meters run as modbus slave



CWT5002 how to transmit data to PC(SCADA)

InternetGPRS

TCP Protocol over GPRS

CWT5002 transmit all data to
PC with TCP protocol

Modbus TCP
protocol on local

SCADA
Is master

Server
program
Is slave

we provide a server program that can receive
data from 5002,
The server program can do this:
1. Store all data into database
2. it can be polled by SCADS with modbus TCP
protocol.


